GENERAL NOTES

UTLTES 15 ALL EXISTING ROADWAY FEATURES INCLUDING PAVEMENT, CURS, SIDEWALK, DRIVEWAY PAVEMENT, CULVERTS,
HEADWALLS, RIPRAP, FENCING, RETAINING WALLS, AND ANY OTHER FEATURES WHICH INTERFERE WITH THE

L. UNDERGROUND FACILITIES, STRUCTURES AND UTILITIES MAVE BEEN PLOTTED FROM AVAILABLE SURVEYS AND PROPOSED CONSTRUCTION SHALL BE REMOVED BY THE CONTRACTOR UNLESS MOTED OTHERWISE ON THE PLANS,
RECORDS. THEER LOCATIONS MUST BE CONSIDERED TG BE APPROXIMATE ONLY. IT IS POSSIBLE THERE MAY BE ALL FEATURES WHICH ARE 7O BE REMOVED AND FOR WHICH THERE IS NO SPECIFIC PAY ITEM, WILL NOT BE
OTHERS, THE EXISTENCE OF wHICH IS NOT PRESENTLY KNOWN OR SHOWN, 1T IS ITHE CONTRACTOR'S MEASURED SEPARATELY FOR PAYMENT AND THE COST OF THIS REMOVAL WORK SMALL BE CONSIDERED AS
RESPONSIBILITY TO DETERMINE THEIR £XISTEMCE AND EXACT LOCATION AND TO AVOID DAMAGE THERETO. INCLUDED IN THE CONTRACT UNIT PRICE FOR REMOYAL AND DISPOSAL OF UNSUITABLE MATERIAL.

ILLINGIS LAW REQUIRES A MINIMUM 48-HOUR NOTICE TO ALL UTILITY COMPANIES BEFORE DIGGING, FIELD
LOCATIONS OF UNDERGROUND FACILITIES MAY BE OBTAINED 8Y CALLING THE JLU.L.LE. SYSTEM AT 800-892-0123 16. DECORATIVE SIGN POSTS AND FRAMES MUST MEET FEDERAL CRASHWORTHINESS STANDARDS. DOCUMENTATION IS
AND PROVIDING 48 HOURS ADVANCE NOTICE. NON-JUL.LE MEMBERS MUST BE NOTIFIED INDIVIDUALLY, REQUIRED,
AGENCIES KNOWN TO HAVE FACILITIES WITHIN THE PROUECT LIMITS ARE LISTED BELOW.
DRAINAGE

2. ANY FACILITIES OR APPURTENANCES WHICH ARE THE PROPERTY OF ANY PUBLIC UTILITY LOCATED WITHIN THE
LIMITS OF CONSTRUCTION SHALL BE RELOCATED OR ADJUSTED BY THEIR RESPECTIVE OWNERS LNLESS NOTED 7. THE OFFSETS TO ALL INLETS AND MANHOLES ARE GIVEN TO THE CENTER QF THE OPENING AT THE BASE OF THE
OTHERWISE ON THE PLANS. THE CONTRACTOR SHALL NOTIFY AND COOPERATE WITH THE OWNERS OF ANY SUCH FRAME AND GRATE OR LID.

FACILITY IN THEIR REMOVAL AND REARRANGEMENT OPERATIONS IN ORDER THAT THESE OPERATIONS AND THE
CONSTRUCTION OF THIS PROJECT MAY PROGRESS IN A REASOMABLE MANNER, ALL ROADSIDE GBJECTS (WTIITY 18, THE CONTRACTOR SHALL INCLUDE THE COST OF MAKING CONNECTIONS TO EXISTING DRAINAGE STRUCTURES IN
POLES, FIRE HYDRANTS, SIONS, £TC.) SHALL BE RELOCATED TO PROVIDE A MINIMUM OF 1.5 FEET CLEARANCE, THE CONTRACT UNIT PRICE FOR THE STORM SEWER [TEMS INVOLVED.
MEASURED FROM THE FACE OF CURB TC THE NEAR E£0GE OF THE OBJECT.
19.  ALL DRAINAGE STRUCTURES CONSTRUCTED, ADJUSTED OR RECONSTRUCTED UNDER THE CONTRACT, SHALL 8E

3. THE FOLLOWING UTILITY COMPANIES MAY HAVE FACILITIES LOCATED wITHIN THE LIMITS OF CONSTRUCTION WHICH CLEANED OF ANY ACCUMULATION OF SILT, DEBRIS OR FOREIGN MATTER AT THE END OF EACH WORKING DAY AND

MAY REQUIRE ADJUSTMENT, RELOCATION OR REMOVAL., ALL ARE MEMBERS OF LU.L.LE. UNLESS NOTED OTHERWISE. AT THE TIME OF FINAL INSPECTION. THE COST OF THIS WORK WILL NOT BE PAID FOR SEPARATELY, BUT SHALL
. BE CONSIDERED AS INCLUDED IN THE CONTRACT UNIT PRICE FOR THE YARIOUS DRAINAGE STRUCTURE ITEMS
CITY OF TROY (WATER & SANITARY SEWER) AMEREN IP (GAS & ELECTRIC) INCLUDED IN THE CONTRACT.
16 EAST MARKET STREET 2600 NORTH CENTER
TROY, IL 62294 MARYVILLE, IL 62062 MISCELLANEQUS
(618) 667-9924 (618) 346-1287
20. A GUANTITY FOR TEMPORARY PAVEMEINT MARKING EQUAL TO THE AMOUNT OF PERMANENT PAVEMENT MARKING
CHARTER COMMUNICATIONS (CABLE TV ATT (TELEPHONE! TIMES THE NUMBER OF REGUIRED APPLICATIONS HAS BEEN INCLUDED IN THE PLANS. ONLY THE FINAL
210 WEST DIVISION STREET 203 GOETHE STREET APPLICATION OF TEMPORARY PAVEMENT MARKINGS SHALL BE REMOVED AND SEPARATE PAYMENT WILL BE MADE
MARYVILLE, IL 62062 COLLINSVILLE, It 62234 FOR WORK ZONE PAVEMENT MARKING REMOVAL.
(518) 345-8123 (618! 346-8400
2t THE PAVEMENT MARKING LOCATIONS SHOWN IN THE PLANS ARE APPROXIMATE. PROPOSED CROSSWALKS AND STOP
4. THE ABOVE UTILITY INFORMATION REPRESENTS THE BEST INFORMATION AVAILABLE TO THE LOCAL AGENCY AND BARS SHALL BE ADJUSTED AS DIRECTED BY THE ENGINEER, IF NECESSARY, TO MATCH FIELD CONDITIONS.
IS OMLY INCLUDED FOR THE CONVENIENCE OF THE BIDDER. 1T IS UNDERSTOOD AND AGREED THAT THE
CONTRACTOR HAS TAKEN THE FOREGOING INTO CONSIDERATION N PREPARING HIS/HER BID, AND NO ADDITIONAL 22. THE FOLLOWING ITEMS AND APPROXIMATE QUANTITIES ARE INCLUDED IN THE “SUMMARY OF QUANTITIES" IN
COMPENSATION WILL BE ALLOWED FOR ANY DELAYS OR INCONVENIENCE CAUSED BY SAME. ORDER TO ESTABLISH A UNIT COST FOR WORK WHICH MAY BE REQUIRED TO CONSTRUCT THIS SECTION, THE
ACTUAL QUANTITY OF EACH ITEM SHALL BE DETERMINEG 8Y THE ENGINEER IN THE FIELD.
GENERAL CONSTRUCTION
AGGREGATE FOR TEMPORARY ACCESS 50 TOM

5 THE CONTRACTOR SHALL VERIFY ALL DIMENSIONS AND CONDITIONS IN THE FIELD PRIOR TG ORDERING MATERIALS
AND COMMENCING CONSTRUCTION. 23, THE FOLLOWING SYMBOLS, ABBREVIATIONS AND PATTERNS SUPPLEMENT OR SUPERCEDE HICHWAY STANDARD 00000

6. THE CONTRACTOR SHALL STAGE ALL WORK IN SUCH & WAY AS TO MAINTAIN INGRESS AND EGRESS TO ALt 80 8Y OTHERS {USED IN CONJUNCTION WITH TBA & TBR)

ABUTTING PROPERTIES AT ALL TIMES DURING CONSTRUCTION., AGGREGATE FOR TEMPORARY ACCESS WILL BE MP CORRUGATED METAL PIPE
MEASURED FOR PATYMENT AS SPECIFIED IN THE CONTRACT. THE COST OF ALL OTHER MATERIALS REQUIRED AND CONSTR  CONSTRUCTION
ALL OTHER LABOR NECESSARY TO COMPLY WITH THIS PROVISION WILL NOT B PAID FOR SEPARATELY, BUT P CONTROL POINT
SHALL BE CONSIDERED AS INCLUDED IN THE UNIT 8ID PRICES OF THE CONTRACT, SEE LOCAL ACCESS SPECIAL OND 80 NOT DISTURB
PROVISION FOR MORE INFORMATION. £G FLOWLINE OF GUTTER
g LENGTH OF VERTICAL CURVE PER PERCENT CRADE DIFFERENCE

7. THE CONTRACTOR SHALL CONFINE ALL OPERATIONS TQ THE CONSTRUCTION LIMITS LINE SHOWN ON THE PLANS. LSA LANDSCAPE AREA
ANY AREA DISTURBED BEYOND THESE LIMITS SHALL BE RESTORED TO ITS QRIGINAL CONDITION AT THE ME MATCH EXISTING
CONTRACTOR'S EXPENSE. : N/F NOW OR FORMERLY

0s¢C QIL AND CHIP

8. THE CONTRACTOR SHALL FERTILIZE, SFED, AND MULCH ALL EARTH SURFACES DISTURBED 8Y CONSTRUCTION  THIS PERM PERMANENT
WORK Witl NOT BE PAID FOR SEPARATEILY, BUT SHALL BE CONSIDERED AS IMCLUDED IN THE UNIT BID PRICES Pvi POINT OF VERTICAL INTERSECTION
OF THE CONTRACT. TC TOP OF CURS

TBA TO BE ADJUSTED

9. REMOVAL AND DISPOSAL OF UNSUITABLE MATERIAL INCLUDES THE REMOVAL OF THE EXISTING BITUMINOUS (OIL & TBRL TO BE RELOCATED
CHIP! RGADWAY SURFACE AND AGGREGATE BASE. SURPLUS AND/OR UNSUITABLE MATERIAL SHALL BE DISPOSED TYe TYRICAL
CUTSIDE THE LIMITS OF (THE RiGHT OF WAY ACCORDING TO ARTICLE 202.03 OF THE “STANDARD SPECIFICATIONS " WIDTH
FOR ROAD AND BRIDGE CONSTRUCTION,”

1. THE CONTRACTOR SHALL NOTE THE LOCATION OF ALL MANHOLE AND VALVE COVER FRAMES AND LIDS LOCATED
WITHIN RESURFACING LIMITS AT II ROUTE 162 AND MAIN STREET. APPROPRIATE CARE SHALL BE TAKEN 1O
FROTECT THESE ITEMS DURING MILLING OPERATIONS,

L. THE THICKNESS OF THE HOT-MIX ASPHALT MIXTURES SHOWN ON THE PLANS IS THE NOMINAL THICKNESS.

DEVIATIONS FROM THE NOMINAL THICKNESS WILL BE PERMITTED WHEN SUCH DEVIATIONS OCCUR DUE TO
IRREGULARITIES IN THE EXISTING SURFACE OR BASE ON WHICH THE MMA MIXTURES ARE PLACED.

12, HIGH EARLY STRENGTH CONCRETE MIX SHALL BE USED FOR THE CONSTRUCTION OF PCC ENTRANCES AND
CROSSWALKS. THE COST QF THIS WORK WILL NOT BE PAID FOR SEPARATELY, BUT SHALL BE CONSIDERED AS
INCLUDED IN THE CONTRACT UNIT PRICE FOR THE VARIOUS PCC PAVEMENT JTEMS INCLUDED IN THE CONTRACT.

3. AT VARIOUS LOCATIONS, IT MAY BE NECESSARY TO TRANSITION PROPUSED COMBINAYION CONCRETE CURB AND
GUTTER TO MEET EXISTING CURBS OR CUTTERS. THE MINIMUM LENGTH OF TRANSITIONAL COMBINATION CURE ALIGNMENT TIE POINTS
AND GUYTER SHALL B8F 10 FEET, UNLESS DIRECTED OTHERWISE BY THE ENMGINEZR,

14, THE CONTRACTOR SHALL NOT REMOVE ANY CURB OR SIDEWALK THAT CANNOT BE RECONSTRUCTED WITHIN FIVE — DESCRIPTI0N: OFFSEY NORTHING: EASTING:
CALENDAR DAYS. ACCESS TO ALL BUSINESSES AND RESIDENCES SHALL BE MAINTAINED AT ALL TIMES EXCEPT P.0.T. 107+00.00 [ 751,051.88 2,377,437,86
DURING CONCRETE PLACEMENT. THE COMTRACTOR SHALL CONTACT BUSINESS OWNESS AND RESIDENTS 48 HOURS P, 167+80.7) [ 15513122 2,377,443.6%
PRIOR TO CONSTRUCTION ADJACENT TG THEIR AFFECTED PROPERTIES. P.T, 108+13.38 CL, 151,263,318 2,3TTAGT.63

COMMITMENTS B.0,T. 110+76,82 L 751,424,174 2577,492,%0
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